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GENERAL  

 

The name iCFG stands for intelligent ConFiGuration. This program can be used to configure the AST 

programs like PFD, ND, EWD, SD, MCDU and so on. 

 

 
 
As soon as the program has been started it will automatically connect to the AST server (if running). In 

case the AST server is not running, you have the opportunity to connect the iCFG program manually by 

using the “RESTART” button (coming up after 30 seconds time out). 

 

  
 
As soon as the communication the AST server is established you can select different functions: 

 

� SETTING 

� LIMITS 

� MISC   (requires separate licence) 

� iAGENT  (requires separate licence) 

� iCONSOLE  (requires separate licence) 
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“SETTINGS” is used to do your whole setup of the displays like PFD, ND and so on. Please select your 

desired program and click on the “CONNECT” button (make sure the program is already running). 

 

 

   
 

 
Now you are ready to configure your desired program. Lets start with the common functions: 

 

 
 

 

ROTATE WINDOW  

 
will rotate your OPENGL window in the desired direction (0, 90, 180 and 270 degrees) 

 

MOVE WINDOW (S) 

 
will move your main window in different speeds to the LEFT, RIGHT, UP and DOWN. Further on you 

can increase and decrease the WIDTH and HEIGHT of the main window. You can also select the speed 

in the combo box by selecting SLOW, MEDIUM or FAST. 
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OPEN GL WINDOW 

 
will move your OpenGL window inside your main window in different speeds to the LEFT, RIGHT, 

UP and DOWN. Further on you can zoom in and zoom out the openGL window. You can also select the 

speed in the combo box by selecting SLOW, MEDIUM or FAST. 

 
WINDOW FRAME  

 
will display or hide the main window frame with the title bar 

 

ON= Frame On                OFF= Frame Off 

 

DISPLAY VERSION 

 
will display or hide the program build version in the right lower corner during program start  

 

ON= build version is displayed     OFF= build version is hidden 

 
COLOR 

 
you can select two different colours for green and blue 

 

WEIGHT 

 
you can select between kilograms (KG) and pounds (LBS) 

 

 

As soon as you change one or more off those parameters the “SAVE” 
button becomes active. Don’t forget to save your changes! 
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SPECIAL SETTINGS FOR PFD, ND, E/WD, SD 

 

 
 
OPEN GL SMOOTH 
you can set the new smoothing routine for each program individually from 0 to 50.  

 

0 = smooth routine OFF   50 = highest smooth routine value. 

 

Just play a little bit with this number and find out the best setting for you hardware and taste. 

 
POT DISPLAY CONTROL 
this function is used to turn ON and OFF the displays by using a potentiometer without switch 

connected. If you turn it ON you are able to control the brightness and the ON/OFF function with one 

potentiometer. Send a value between 0 and 255 to the associated FSUIPC address. 

As soon as the value is lower than 10 the E/WD is automatically turned OFF and if the value is greater 

than 10 the E/WD is automatically turned ON and the brightness control will be available. 

 

 
 
SPECIAL SETTINGS FOR ND 
 

on the ND it’s possible to adjust the size of the ND font for VOR, NDB, WPT, Flight plan labels etc. 
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Special setting for E/WD, SD 
 

you can toggle between N1 and EPR mode display and between the “OLD” and 

“NEW TFT” style (requires separate license) 

 

Please do this for both programs, otherwise you will have for example the E/WD in 

new style and the SD in old style running. 

 

 

 

 

 

 

 

 
 

 

SPECIAL SETTINGS FOR MCDU 

 

 
 
you can run the MCDU in “bitmap” mode (for desktop user) or in full screen MINI TFT mode (for 

hardware MCDU’s). Therefore turn ON or OFF then MINI TFT  

 

 
  BITMAP mode                     MINI TFT mode 
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OVERVIEW  

 

This page is used to enter some limitations for engine parameter and flaps speeds in association with the 

selected aircraft. (can be different form plane to plane). This limits will be stored in the 

ServerAircraft.ini file and will be applied as soon as the aircraft is loaded in the flight sim. If you leave 

those boxes blank, the default values will be applied. 

 

 
 

How to select engine parameter: 

click on the “SELECT LIMIT ACTION” combo box and select your desired engine parameter 

 

 
 

enter your desired values and press “SET”.  

Note: ADVANCED users can only set the “RED SOLID” parameters due to the licence.  

 

Flaps speed can be set for all positions. Make sure the XXX V max is higher than the XXX V min 

speed, otherwise it will lead to miscalculation in the FMGC. The default values are set to the real A320 

V speeds and don’t need to be changed normally. 

 

EWD FEDAC DSP INFO TIME is only used for PRO users. The engines informations for 

ADVANCED users are available until the N1 value becomes lower than 1%. 
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OVERVIEW  

 
This page shows you your current running build numbers and the build number which are available on 
our website. 
 

 
 
Make sure your computer is connected to internet and press the “SEARCH” button. After a successful 
connection to our webserver the last build numbers will be displayed in the second column and the last 
build date will be displayed in the third column. The fourth column shows your current running build 
numbers. The colour of each cell in the fourth column shows you the compare status: 

 
green  = OK, you are running the latest build 
yellow  = update to the latest build is recommend  
Example    PFD CAPT is at the same build number like on our webserver but the PFD FO 

build number is lower or vice versa   
red  = update to the latest build is recommend      
N/A = program not available on your system 

 
For programs like PFD/ND/MCDU with CAPT or FO function the syntax will be:  XXX/YYY 
  
 XXX = CAPT build number 
 YYY = FO build number 
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To download the latest build click on the red or yellow marked cell and follow the download dialog  
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OVERVIEW  

 
This option is used to auto and/or remote start the most AST programs and to shut down network 

computer. The iAGENT program should be placed in the auto start folder of each network computer. 

 

 
 
As soon as the AST server has been started each iAGENT client gets a list with programs to be started 

on this particular computer and it will auto start all programs one after the other in 5 seconds interval. 

Before you can use the iAGENT you have to configure each program with iCFG program: 

 

 
 
If you run one or more of our AST programs on you network computer, the programs will be 

automatically added the iAGENT list in association with the programs name. 

 

Example:  you run the captains PFD on two different network computers in the past both programs will 

be added to the list with the complete application name, path and some additional network 

informations such as computer name, IP address and MAC address.  
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As soon as the list recognizes a program (for example the captains PFD) the LED next to the associated 

list becomes yellow. 

 
 grey  = no program in the list 

 yellow  = there is one (or more) programs(s) in the list 

 green = one program will automatically stared after the server start 

 

If you wish to start a program automatically after the ASTServer start, go to the associated list, select 

the desired program and press the “SAVE” button. After the next start of iAGENT the program will be 

automatically started on your network computer. You can use the up and down arrow to scroll through 

the page. As soon as the arrow becomes red further scrolling is not more possible due to the upper or 

lower end of the page. 
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OVERVIEW  

 
As soon as you have configured the iAGENT list you can remote start/stop the programs by using the 
iCONSOLE.  
 
Example:  You have configured your network PC called “computer1” to start captains PFD and ND and 

you have the iAGENT running on this computer. Now you can easily start or stop both 
programs or shut down the whole computer. 

 

MASTER OFF will shut down all iAGENT client PC with one click 
 

 
 
Thank you! If you have any question doesn’t hesitate and contact us! 
support@airsimtech.eu 
 


